T£MtTH 



data 
systems 



Z-160 PERSONAL COMPUTER PORTABLE SYSTEM 




Lightweight 
IBM Compatibility 
with Heavyweight 
Zenith Capability! 



Portability in a Total 
Performance Business 
Computer 

Some business decisions 
cant wait! So Zenith Data 
Systems combined Zenith's 
advanced technology and 
IBM compatibility to handle 
important business situations 
wherever they occur. The 
Z-160 PC Portable is 
designed for the "on the 
move" executive who needs 
answers fast! 

Zenith's Z-160 PC Portable is 
the "Total Business 
Solution". It is a quality IBM 
compatible computer with 
the enhanced features that 
business demands. 

The Z-160 PC is Zenith's 
portable computer solution 
to accessing the wealth of 
software developed for the 
IBM PC and IBM peripherals. 



Single or dual 5 'A" floppy 
disks in the standard IBM 
format are featured in a 
unique, top-loading disk 
drive. Add the Z-160 PC 
Portable's overall compact 
design with detached 
keyboard, 9 inch 
monochromatic video, 128K 
memory upgradable to 
640K, 4 open expansion 
slots, and competitive price 
and you get a great deal more 
portable capability for a great 
deal less than you might 
expect to pay. 

Invest Wisely! Go with a 
name you can trust . . . 
Zenith. 
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Access to an Extensive 
IBM Compatible Software 
Library 

Productivity of any computer 
system depends to a 
significant degree on the 
software chosen. The Z-160 
PC allows selection from the 
full range of 16-bit software 
developed for the IBM 
Personal Computer. 

Extensive Memory and 
Storage Capacity 

Take advantage of the Z-160 
PC Portable's standard 128K 
memory-expandable to 320K 
on the mainboard. The IBM 
standard format double 
sided/double density 5Vi" 
floppy disks store 360K 
each. 

More Expansion Slots to 
Meet Growing Needs 

Four open IBM compatible 
slots are available for Z-160 
PC Portable expansion. 
Access a wider variety of 
software programs and 
peripherals to meet the ever- 
changing needs of business. 

Graphics Capability in 
Monochromatic or 
Optional Color Display 

The Z-160 PC Portable 
comes with a built-in 9" 
amber phosphor display 
monitor and full business 
graphics capabilities. A "gray 
scale" feature allows color 
intensities to be 
programmed. 




RGB and composite color 
monitor displays may also be 
optionally used to generate 
even more appealing graphic 
presentations. 

User-Friendly, Detached 
Keyboard 

A detached keyboard with 
clearly labeled and color- 
coded keypads and a 
calculator-style numeric 
keypad allows quick access 
to the right key. 



Ten programmable function 
keys, separate plus and 
minus keys, and an L-shaped 
return key increase the Z-160 
PC's ease of accurate data 
entry. LED indicators on the 
keyboard give instant 
operating status notice. 

3 Ports for Communi- 
cation Flexibility 

Expand your Z-160 PC 
Portable by utilizing the 
parallel port and the two IBM 
compatible serial ports. Add 
a matrix or letter quality 
printer, modem, or other 
beneficial peripherals. 
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Three Levels of 
Diagnostics 

Protect your data entries by 
checking the Z- 160 PC 
Portable's hardware systems 
accuracy through three 

I separate testing procedures: 
Power-on diagnostics with 
LED indicators; ROM-based 
user-invoked LED display; 

I and optional, extensive disk- 
based diagnostics. 

important Extras 
Standard 

Compliments of the Z-160 
PC Portable, users can enjoy 
such added features as 
smooth scroll search, 
booting from either drive, a 
superior configuration 
program, high density 
diskette formatting on floppy 
drive, four display type styles 
to choose from and much 
more. 



Designed for Strength 
and Easy On-Site 
Maintenance 

Modular design is the basis 
for optimally easy 
maintenance. Components 
plug into place in minutes 
reducing repair time to a 
minimum in the unlikely 
event service is ever needed. 




Zenith Total Support 

Zenith Data Systems is 
dedicated to full support and 
service. This includes a wide 
range of software and top 
notch documentation, easy to 
understand training 
materials, and on-site 
maintenance. Should it be 
required a special hotline 
telephone service is available 
for technical assistance. 

Zenith . . . "The Quality 
Goes In Before The Name 
Goes On"! 



Zenith Data Systems Z-160 Specifications 



CPU AMD MEMORY 

Processors: 8088 

Memory: 128K of Dynamic RAM with internal parity check 

standard. Expandable to 640KB. 
Basic memory card can support up to 320KB in 
64KB increments (5 banks) of Dynamic RAM 9 
bits wide including parity. 

Display: Character mode color, 80 characters x 25 lines (1 

of 8 background colors. I of 16 foreground 
colors). Medium resolution color. 

Display Graphics: .... 320 x 200 (color). 

Each graphics bit can be 1 of 4 colors selectable 
from 1 of 2 color pallets: High resolution; 640 x 
200 (black and white only) 

Character Set: Alpha numeric modes. 8x8 character set. Upper 

and lower case special symbols and graphic 
symbols. 

Keyboard: Detached low profile to conform with DIM 

standards: 3 ft. coiled cord expandable to 6 ft.; 
10 function keys; 17 keypad keys; 57 
alphanumeric; caps lock and numeric lock are 
lit; audible click on each keypress. 

Cursor: Blinking underline or reverse. 

Cursor Controls: CJp, down. left, right, home. 

Cursor Addressing; , , Relative and direct. 

Tab: 8 column tab. 

Refresh Rate: 60 Hz, 50 Hz. 

Edit Function: Insert and delete character or line. 

Erase Function: Erase line; erase to beginning of line; erase to 

end of page; erase to end of line. 

Bell: Audible alarm in receipt of the ASCII BEL 

command. 

Video: Both RGB with intensity and composite 

monochrome outputs provided. A standard 9 pin 
D connector is provided for RGB monitors. Sync 
polarity is jumperable positive or negative. 
Monochrome output is via a standard "phono" 
type connector. "Color" displays are represented 
by a corresponding gray level. 




SERIAL I/O PORTS 

Interface: El A RS-232 standards at a baud rate of 1 10 to 

19,200 DTE connections. 
Mode: ........... .Asynchronous full or half duplex. 

Quantity: Two connectors accessible from the rear of the 

unit. 

PARALLEL I/O PORT 

Interface: Centronics compatible parallel printer port with 

a 25 pin D-connector accessible from the rear of 
the unit. 

PRINTER COMPATIBILITY 

Printers; Printers compatible with the Z-160 and supported 

by both hardware and software include: 
ZEMITH/HEATH Z-125: Diablo Models 620. 
630. 1610. 1640. 1650; Epson MX80; DEC LA34. 
LA36: Texas Instruments T 1810; Heath H14; MPI 
99. 150. 

DISK SYSTEM 

Drives: Single or dual 5W * floppy disk drives, 48 track 

per inch, double sided/double density. 

Capacity: 320K or 360K bytes (IBM 8 or 9 sector formats) 

per drive. 640K or 720K bytes total (double drives). 

Tracks: 40 per side. 



EXPANSION 

Capability: . . . 



Four card slots available for future expansion. 

Memory expansion to 640K. 

PHYSICAL 

Case: Metal and durable plastic with decorative bezels 

for superior styling modularized for easy field 

service. 
Size: 19.5"W x 8.38"H x 19.13"D (without keyboard), 

(49.5cm x 21.3cm x 48.6cm). 
Weight: Approx, 38.6 lbs. (17.5 Kg) single drive; 

Approx. 41.6 lbs. (18.9 Kg) dual drives. 
Operating Temp: 15-30*C (59-86°F) 



POWER 

Power 
Requirements: 



. 120/240 volts at 50/60 Hz at 300 watts maximum. 



ORDER NUMBERS 

ZFA-161-21: ....... 128K internal memory, single 5 l A* floppy disk 

drives, 360K bytes total storage. 

ZFA-161-22: 128K internal memory, dual 5'A" floppy disk 

drives, 720K bytes total storage. 

Specifications subject to change without notice. 
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